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W200 x 31 STEEL BEAM
(FLOOR JOISTS BEARING
ON BOTTOM FLANGE)
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ASPHALT SHINGLES
OVER 3/8” PLYWOOD SHEATHING
WITH "H” CLIPS

ENG. WOOD TRUSSES @ 24" O/C
1 — B40 ROOF VENT/ 300sf
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4" Dia. WEEPING TILE
WITH MIN. 6" CLEAR GRAVEL COVERAGE
(ALL WND. WELLS CONNECTED TO WEEPERS)

20” x 6” POURED CONCRETE FOOTING
(MIN. 15 MPa)
TWO 15M REBARS

SECTION A-A

THE UNDER SIGNED HAS REVIEWED AND TAKES RESPONSIBILITY FOR THIS
DESIGN AND HAS THE QUALIFIC ATIONS AND MEETS THE REQUIREMENTS
SET OUT IN THE ONTARIO BUILDING CODE TO BE A DESIGNER.

GLEN CURNOCK
FIRM : G. CURNOCK AND ASSOCIATES

BCIN #22652
BCIN #29985

4" Dia. WEEPING TILE
WITH MIN. 6" CLEAR GRAVEL COVERAGE
(ALL WND. WELLS CONNECTED TO WEEPERS)

20” x 6” POURED CONCRETE FOOTING
(MIN. 15 MPa)
TWO 15M REBARS

GENERAL NOTES :

1. ALL CONSTRUCTION SHALL COMPLY WITH

THE ONTARIO BUILDING CODES LATEST REVISION,
MUNICIPAL BY—-LAWS & ALL UTILITIES HAVING
JURISDIC TION.

2. ALL STRUCTURAL LUMBER (TIMBER) TO BE
#2 GRADE SPRUCE OR BETTER
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